
Leveling nuts

Leveling nut

Max. 1"

Min. 2 threads exposed

Base

Top nut

Finish elev. of foundation

Anchor bolt

Flat washers

Anchor Bolt Detail

plate

Leveling nuts

NOTES:

Signal Heads:  See traffic signal layout for correct mounting

position, number, size, and arrangement of lenses.

minimum of 3 feet from the face of the curb unless shown

otherwise on the layout sheets.

Paint:  See note sheet for required color of paint.

Transformer Base:  In lieu of the transformer base the

contractor may use the alternate signal standard base.

Pedestal Adapter

Pedestal Adapter Detail

7.69"

þÿ &�"� 

(4 places)

(0.081 Aluminum)

Side View Front View

Pedestrian Push Button Post

          Details

Sign shall be

attached to post

with rust

resistant bracket

and banding.
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3’-0" Min.

Face of curb

24"

3’-0"

Slot post approx. 18" to

facilitate the placement

of the post over the conduit.

2" Standard pipe

to be dug or driven

Pre-timed controller

cabinet

Power supply

terminal

Power cables

Telephone cable

Clamp

1, 2 or 6 pair protector block

to be furnished and installed

by telephone company.

Shield protector block mounting

hardware to be furnished and

installed by controller

manufacturer.

1" Dia. conduit

Foundation

Telephone Interconnect

  Schematics Detail

(Control circuits not shown)

Place handhole on

side of base that

faces away from traffic.

Pre-timed controller

cabinet
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Type I Type II
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Place handhole on

side of base that

faces away from traffic

Curb & Gutter

3’-0" Min.

(Unless otherwise

specified in plans)

 
 
 
 
 
1

0
’
+

 
C

l
e
a
r
a
n

c
e
 
t
o

b
o
t
t
o
m

 
o
f
 
v
e
h
i
c
u
l
a
r
 
s
i
g
n
a
l

8
’
+

 
C

l
e
a
r
a
n
c
e
 
t
o

b
o
t
t
o
m

 
o
f
 
p
e
d
e
s
t
r
i
a
n
 
s
i
g
n
a
l

V
a
r
i
e
s

R
o

u
n

d
 
o

r
 
o

c
t
a
g

o
n

a
l
 
p

o
l
e

Place handhole on side

of base that faces away

from traffic.

Type V, VI, VII

Ground

level

See layout sheets for offset

Top of foundation

C of Roadway

  Signal Standard

Min. Clearance Detail
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Alternate Signal Standard Base

þÿ�1���"� �M�i�

A-A

B-B

þÿ�1

Tamperproof screw

Cover - 0.229" min.

w/ neoprene gasket

Place handhole on

side of pole that

faces approaching

traffic.

0.280" min.

Base plate

as per

manufacturers

specs. Anchor bolts as per manufacturers

specs. - 4 per foundation

Bolt cover casting

For use only with Type V, VI, & VII Signal Standards

Leveling nuts

2
"

Terminal block - min. 20

connections (rigid mounted)

þÿ�3 ��"�

þÿ�2 ��"�

þÿ 

þÿ�3

þÿ�

þÿ &�"� �S�e�

        Signal

Standard Mounted Push

    Button Detector

Steel Standards:  The center of the signal standard shall be a

42"
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See Standard Sign 

Layout Booklet

for dimensions 

and legend series.

See Plans

for type

of sign.

REVISIONS

DATE CHANGE

NORTH DAKOTA

DEPARTMENT OF TRANSPORTATION

5/ F:

This document was 

originally issued 

and sealed by 

 

Registration Number 

PE-    , 

on          and the

original document 

is stored at the North

Dakota Department

of Transportation

04/24/06

4518

10-1-86

 

 

D-772-2TRAFFIC SIGNAL STANDARDS
The positioning of the sign & pushbutton & direction of

arrow shall clearly indicate which crosswalk is actuated

by the push button.The type of sign will depend on the 

jurisdiction they are to be placed in. 

12-01-88  Min. Clearance

06-16-94  Leveling nuts

08-29-95  Delete Type III

11-27-95  Pedestal adapter

12-15-00  Pushbutton height

12-01-04  PE Stamp added

04-24-06  Pedestrian sign rev.

MARK S. GAYDOS,


